GS BATTERY VRLA BATTERY SPECIFICATION

Taiwan

% # 33N (BATTERY TYPE) : PX12090

Dimensions : mm

Terminal F2 : mm(inch)
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1.< =t (Dimensions):

7 B (Item) R & (Specifications)
1.% (Length) 151+1 mm
2. % (Width) 65+1 mm
3.% (Height) 94+1 mm
4.% % (Total Height) 101+2 mm

2.145% Bl:#(Performance):

7 P (Item)

¥ & (Specifications)

1.7 /& (Nominal Voltage) 12V
2.% # (APPROX. Weight) 2.85 Kgs
1% (1 Month) 97% 1
3.p AT
. 37 (3 Month 0
Shelf Life (25°C) (3 Months) 90% 1
6 (6 Months) 80% 1
\ Discharge Final Dlsgharge Capacity
current voltage time
20HR % £ (20hr Capacity) | 0.400A | 10.50V 20hrs 8.0AH
437 % £15% % (5h _ H
(Discharge Capacity) 5HR % £ (5hr Capacity) 1.360A | 10.20V 5hrs 6.8AH
3HR % £ (3hr Capacity) 1.867A 10.20 V 3hrs 5.6AH
1HR% £ (1hr Capacity) 4.800A 9.60 V lhrs 4.8AH
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(Battery capacity can reach 95% of Specification value after three cycles of charging and discharging.)

URL:http:/fwww.gs-battery.com.tw

SERTREETRBRORBLE
710423 RS KIMFPIE 2599942

R (06)253 2191 (L)

fBEL(06)253 5188 (06)254 S488(Expt)




3 “Q‘:Tﬂﬂi(?’?q—‘fl?j 1% (Constant Power Discharge Characteristics)
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% One example of our result, not
announcement value.

7.5Min. 20Min. 30Min. 60Min.

9.6V 344 W 250 W 212 W 170 W 134 W 106 W 60 W
10.2V 316 W 244 W 210 W 168 W 132 W 104 W 58 W
10.8V 272 W 230 W 196 W 162 W 130 W 102 W 56 W
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$%One example of our result, not
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4.‘]‘§th’1?;‘3‘I‘%ﬁ%&'(Characteristics)
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(Discharge Time VS Discharge Current) (Life Characteristics of Cycle Use)
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5.F% 3 (International Certification)

(2).1ISO 9001 - QS9000 - TS16949
(2).UL approval - Code : MH13567
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